
Technical Data Sheet

V-SERIES™ Anti-Corrosion Lanyards

CAPACITY 130-310 lb. (ANSI) 150-310 lb. (CSA) 

BRAND Anti-Corrosion 

SUB BRAND / MODEL NAME Standard 

THREAD/STITCHING Polyester

WEB MATERIAL Urethane-coated polyester

ENERGY ABSORBING MATERIAL Nylon

SNAPHOOK MATERIAL Steel, Stainless steel

PRODUCT WEIGHT  3-6 lbs.

SHIPPING WEIGHT  3-6 lbs.

SHIPPING DIMENSIONS 4.8" x 9.9" x 2.5"

STANDARDS  ANSI, OSHA, CSA 
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PART NO. Snaphooks
Snaphook 
Material

Type

Length

Standards

Single-Leg Twin-Leg
ANSI Z359.3-

2017 CSA Z259.11-17

10206832 SM Steel n 6’ n
10206833 LG Steel n 6’ n
10206834 SM Stainless Steel n 6’ n
10206835 SM Steel n 6’ n
10206836 LG Steel n 6’ n
10206837 SM Stainless Steel n 6’ n
10207240 SM Steel n 6’ n
10207251 LG Steel n 6’ n
10207252 SM Stainless Steel n 6’ n
10207253 SM Steel n 6’ n
10207254 LG Steel n 6’ n
10207255 SM Stainless Steel n 6’ n

10206833/10206836

10207251/1020725410207240/10207253

10206832/10206835


